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CARTRIDGE ROLLS

Cartridge Rolls are an effective tool for grinding,
deburring, cleaning and blending in confined

spaces. Their narrow diameter allows you to work
inside channels, corners, holes and tubes.

STRAIGHT CARTRIDGE ROLLS

Wendt cartridge rolls are made with premium aluminium oxide
material for good life on carbon steel, stainless steel and castings.
Other sizes and grits available on request.

available as a kit with the most common

Wendt Cartridge Rolls are also ’ l g x
"-.i

sizes. See »Kits & Assortments«.
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TYPE SR
Dimensions (mm) Aluminium Oxide “""‘I RPM " Fitting Mandrel "

BA B acC A60 A80 A120 A180 max. 3mm &6mm
48 19 24 - 158084 158086 158088 61901 -
48 25 24 - 158104 158106 158108 161902 161905
6 25 32 158163 158164 158166 158168 161011 161921
6 38 32 158183 158184 158186 158188 161913 161927
8§ 38 32 158283 158284 158286 158288 161913 161927
10 25 32 158363 158364 158366 158368 000 161911 161921
10 35 32 158383 158384 158386 158388 o 161913 161927
10 50 32 158403 158404 158406 158408 - 161933
13 25 32 158463 158464 158466 158468 61011 161921
13 38 32 158503 158504 158506 158508 161913 161927
13 50 32 158543 158544 158546 158548 - 161933
19 25 48 150083 150084 159086 - - 161948
19 38 48 150143 150144 150146 - - 161952
25 38 64 150403 159404 159406 - 15.000 - 161966



FULL TAPER CARTRIDGE ROLLS

Tapered shape allows beller access in

corners and channels. i

A2

TYPE SRK

D'"}:':::;’ ns Aluminium Oxide “"‘1 RPM " Fitting Mandrel "

@A B 0OC A60 A30 A120 max. 3mm 6mm

10 25 32 160003 160004 160006 161911 161921

10 38 32 160023 160024 160026 26,000 161913 161927

13 25 32 160063 160064 160066 161911 161921

13 38 3,2 160083 160084 160086 100 161913 161927 1

1925 32 160323 160324 160326 . 161911 161921 B

19 38 32 160383 160384 160386 161913 161927 r B N
25 38 48 160643 160644 160646 15.000 - 161952

m Half-Taper version also available.
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TRIZACT™ STRAIGHT CARTRIDGE ROLLS

The finest grades of common Aluminium Oxide Cartridge

Rolls is grit 320. If even finer grits are needed, our new _—__
TRIZACT™ Straight Cartridge Rolls are first choice. “
The available grit A30 can be compared to an Aluminium
Oxide grit of 600
An excellent choice for pre-polishing molds and dies.
TYPE SR B
1
Dimensions - A-I_ - C
b L [
(mm) Item no RPM P Fitting Mandrel "
A B @C A30 max. 3mm 6 mm Trizact is a registered
8 25 32 159708 o 16191l 16192l g;dm“ (TM) of the
10 25 32 159728 161911 161921 cormper:

CARTRIDGE ROLLS MANDRELS

Sharp thread on the tapered portion hold cartridge rolls
securely in place. Mandrels work with straight, tapered,
and half-tapered rolls.

TYPE SRD
Mandrel Shank P
Item no. Recommended pilot length
gA B @C Length ' p P : g
or proper suppor

2,4 13 3 161901 prop PP

24 19 3 161902 The Pilot Length should always be

2,4 19 6 25 161905 1 6 - 12 mm shorter than the Cartridge

32 19 3 161911 Roll whereas the Pilct diameter should

3,2 25 3 161913 match the size of the Cartridge Roll

3,2 6 161 921 Hole. Take care that you always insert

3.2 25 6 161927 the mandrel first into the glued end of

3,2 38 6 the Cartridge Roll.

3175 161933 1

4,8 19 6 161948

4.8 25 6 161952 Cartridge Roll ~ Mandrel Pilot

6,4 25 6 161 966 Length (mm) Length (mm)

19 13
B
4[N Other sizes and ~ , 25 19
specifications upon request. ATETC 38 25
50 38
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