
Industriële toepassingen

Industry Uses

Forge and casting foundries

Steel mills

Welding

Heat-treating

Surface Uses

Steel and iron

Aluminum

Features & Benefits 

• Marks will withstand immediate 
quenching in water or oil

• Ideal for welds, ingots, castings, 
forgings, and other annealed parts

• M Paintstik withstands  
871°C (1600°F)

• M-10 Paintstik withstands  
982°C (1800°F)

• Durable marks will not rub off,  
allowing for long-lasting identification

M® and M-10® Paintstik®

Ideal for annealing and heat-treating operations, the M® and M-10® Paintstiks mark at room temperature 
and withstand temperatures up to 982°C (1800°F). 

FAST DRY® Paintstik®

For immediate handling of materials, the fastest drying Markal solid paint crayon marks dry within 5 
minutes on wet, oily, and dry surfaces.

F® Paintstik®

A solid paint crayon that contains bold, fluorescent colors to create high-visibility marks. The F® Paintstik® 
is ideal for instant identification especially in low light conditions. 

Industry Uses

Steel mills and warehouses

Forge and casting foundries

Tire repair and retreading

Lumber mills

Surface Uses

Steel and iron

Pipes and tubes

Rubber and tires

Glass

Plastic

Lumber/timber

Features & Benefits

• Marks will not show through top 
coat of primer or finished layer of 
paint

• Ideal for ship building or other 
metal fabrication

• Solid paint formula designed for 
marking on wet, dry, oily, rusty, icy, 
smooth, or rough surfaces

• Marking range: -18°C to 66°C    
(0°F to 150°F)

Features & Benefits

• Marks dry within 5 minutes on wet, 
oily, dry, and rough surfaces

• Quick-drying marks allow for  
immediate handling without  
smearing

• Marking range: -46°C to 66°C 
(-50°F to 150°F)

Surface Uses

Pipes and tubes

Steel and iron

Rubber and tires

Glass

Lumber/timber

Details

Mark Size 17 mm (11/16”)

82720 White

82721 Yellow

82722 Red

Details

Mark Size 17 mm (11/16”)

M Paintstik

81920 White

81921 Yellow

81922 Red

81923 Black

M-10 Paintstik

82020 White

Industry Uses

Metal fabrication

Ship building and repair

Steel mills and warehouses

Tire repair and retreading

Details

Mark Size 17 mm (11/16”)

82831 Fluorescent Yellow

82832 Fluorescent Red

82834 Fluorescent Orange

82835 Fluorescent Blue

82836 Fluorescent Green

82842 Fluorescent Pink

Industry Uses

Forge and casting foundries

Steel mills

Welding

Heat-treating

Surface Uses

Steel and iron

Aluminum

Features & Benefits 

• Marks will withstand immediate 
quenching in water or oil

• Ideal for welds, ingots, castings, 
forgings, and other annealed parts

• M Paintstik withstands  
871°C (1600°F)

• M-10 Paintstik withstands  
982°C (1800°F)

• Durable marks will not rub off,  
allowing for long-lasting identification

M® and M-10® Paintstik®

Ideal for annealing and heat-treating operations, the M® and M-10® Paintstiks mark at room temperature 
and withstand temperatures up to 982°C (1800°F). 

FAST DRY® Paintstik®

For immediate handling of materials, the fastest drying Markal solid paint crayon marks dry within 5 
minutes on wet, oily, and dry surfaces.

F® Paintstik®

A solid paint crayon that contains bold, fluorescent colors to create high-visibility marks. The F® Paintstik® 
is ideal for instant identification especially in low light conditions. 

Industry Uses

Steel mills and warehouses

Forge and casting foundries

Tire repair and retreading

Lumber mills

Surface Uses

Steel and iron

Pipes and tubes

Rubber and tires

Glass

Plastic

Lumber/timber

Features & Benefits

• Marks will not show through top 
coat of primer or finished layer of 
paint

• Ideal for ship building or other 
metal fabrication

• Solid paint formula designed for 
marking on wet, dry, oily, rusty, icy, 
smooth, or rough surfaces

• Marking range: -18°C to 66°C    
(0°F to 150°F)

Features & Benefits

• Marks dry within 5 minutes on wet, 
oily, dry, and rough surfaces

• Quick-drying marks allow for  
immediate handling without  
smearing

• Marking range: -46°C to 66°C 
(-50°F to 150°F)

Surface Uses

Pipes and tubes

Steel and iron

Rubber and tires

Glass

Lumber/timber

Details

Mark Size 17 mm (11/16”)

82720 White

82721 Yellow

82722 Red

Details

Mark Size 17 mm (11/16”)

M Paintstik

81920 White

81921 Yellow

81922 Red

81923 Black

M-10 Paintstik

82020 White

Industry Uses

Metal fabrication

Ship building and repair

Steel mills and warehouses

Tire repair and retreading
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TRADES-MARKER® DRY 

A TRADES-MARKER® DRY automatikus grafit jelölő, extra hosszú, vékony heggyel Világos vagy sötét 
felületeken használható színes hegyekkel is.

Tulajdonságok és előnyök

• Különlegesen hosszú, 45 mm-es 
vékony hegye ideális a nehezen 
hozzáférhető helyeken (lehetővé 
teszi a jelölést rögzítő furatok 
mélyén) 

• A fémből készült végződés, test 
és csipesz hosszú élettartamot és 
szilárdságot biztosít professzionális 
használatra

• Automatikus hegytovábbítás: 
A nyomógomb egyszeri 
megnyomásával a hegy 2 mm-re 
kijön

•  Praktikus, mindig kéznél van, a 
hegyező a nyomógombba beépítve 
található. A legpontosabb vonalak 
készítésére alkalmas

Ipari alkalmazások
Építőipar
Erdészet
Hegesztőipar
Fémgyártás
Karbantartás

A felület típusa
Acél és vas 
Kő 
Járólap
Kerámia
Fa
Üveg
Műanyag

• Erős csipeszével ingre vagy 
nadrágra erősíthető

• A hegy könnyen cserélhető: csavarja 
le a nyomógombot, helyezze be 
az új hegyet, csavarja vissza a 
nyomógombot (a színes hegyeket 
behelyezés előtt ki kell hegyezni) 

• A 2-féle, grafit vagy színes betétnek 
köszönhetően minden felületre és 
anyagra lehet vele írni és jelölni 
(poros, érdes, sima, zsíros, nedves, 
sötét stb)

• 2,8 mm átmérőjű heggyel működik, 
a piacon kapható egyéb típusokkal 
kompatibilis betétekkel

markal.commar

Részletek
Ömlesztett

96260 Trades-Marker® Dry 

 (+ 1 grafit )

Utántöltők

96262 (x6 grafit )

96263 (x2 grafit , x2 , x2 )

Starter Pack

96264 Töltőceruza a utántöltő
 (96260 + 96263)

Állvány

96261 x20 (96260)
 x10 (96262)
 x10 (96263)

10

100
(10x10)

1

1

10
(1x10)

 1

50
(50x1)

Starter Pack

96262 (x6 grafit )

96263 (x2 grafit , x2 , x2 )


